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Introduction:

In today's digital business landscape, the risk of cyber-attacks

has risen sharply. To protect organizational data and

infrastructure, various network security technologies have

emerged. Among these modern solutions, the data diode

stands out as one of the most effective.

Valiant's Data Diode (VCL Data Diode) is a hardware device

for unidirectional network communication, enabling secure,

one-way data transfer between isolated networks. It ensures

data flows in one direction only, providing strong protection

against data breaches, data thefts and cyber-attacks.

VCL Data Diode comprises of two elements.

1. 2726VCL- , Network Side (ORANGE) Element.

2. 2726 SecureVCL- , Side (GREEN) Element.

The Network Side (ORANGE) Element shall connect to the

Secure Side (GREEN) Element through a single, one-way,

transmit only optical fiber which shall only allow the ONE-

WAY flow of data from the Network Side (ORANGE) Element

to the Secure Side (GREEN) Element, thereby creating a ONE-

WAY data path with Low-latency data transfer (<1 ms).

Such a design ensures physical and electrical separation

between source and destination networks. This architecture

eliminates external entry points, blocking intruders and

malicious elements from accessing the data secured by the

VCL Data Diode. By securing data flow with the VCL Data

Diode, the protected data is secure from malware

transmission, unauthorized access, and harmful changes to

an organization's data.

Valiant's Data Diode finds it uses in applications and

networks requiring highly secured protection of sensitive

information, such as military, financial institutions, industrial

design centres, utilities and critical infrastructure systems.

How does the VCL- Data Diode work – An Overview:

Valiant's Data Diode allows critical infrastructure

organizations to transmit and store real-time data securely.

This technology protects valuable information and networks

from data theft, tampering, destruction, and human error,

preventing significant potential losses.

The VCL Data Diode allows the data to flow in only one

direction. This ensures one-way information flow from

secure areas to less secure systems (or vice versa), without

reverse access. VCL data diodes have two sections, that are

physically separated: the "send" or the ORANGE section,

which can only send data, and the "receive" or the GREEN

section, can only receive data. This configuration guarantees

one-way data flow and prevents reverse transmission.

The VCL Data Diode creates a one-way data flow, establishing

a physical barrier or "air gap" between two networks. This

prevents data leakage, blocks malware threats, and protects

the secured network from external threats. The one-way

path also becomes a barrier between the sending and

receiving domains, ensuring a unidirectional connection.

The VCL Data Diode delivers a 1 Gbps data transfer rate for

one-way communication. VCL-Data Diode is certified to

EAL4+

Applications:

• Ransomware-Proof Backup:

The VCL Data Diode can be used with the VCL-9090 NAS

(Network Attached Storage) to back up data to a

unidirectionally-protected repository that ransomware

cannot access, encrypt or otherwise tamper with.

• Secure storage:

The VCL Data Diode may be used to provide hardware-

enforced unidirectional protection of logged data with

encryption and authentication of logged information.

• Secure data retrieval:

The VCL Data Diode can only be accessed physically via a

dedicated out-of-band port.
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Benefits of Using Data Diodes – Summary:

1. By physically blocking data fromEnhanced Security:

flowing back into the source network, the VCL Data Diode

provides a high level of protection against cyber threats.

2. Many industries have strictRegulatory Compliance:

regulations regarding data security and privacy. The VCL

Data Diode helps organizations comply with these

regulations by ensuring secure data transmission.

3. VCL Data Diodes are not prone to failureReliability:

compared to software-based data security solutions,

providing a reliable means of securing critical data.

4. The VCL Data Diode preventPrevention of Data Leakage:

sensitive information from being exfiltrated from secure

networks, thus protecting intellectual property and

confidential data.

Hardware-Enforced protection – A summary of Key

Features and Functions of Data Diodes:

1. The VCL Data Diode physicallyOne-Way Data Transfer:

enforces unidirectional data flow, meaning data can only

be transmitted from the source network to the

destination network, but not the other way around. This

ensures that any potential threats or malware cannot

travel back from the destination network to the source

network.

2. By prevent ing bid i rect ionalHigh Secur i ty :

communications data diodes eliminate the risk of

external attacks on the source network. This makes them

ideal for protecting critical systems and sensitive data.

3. Unlike software-basedHardware-Based Solution:

firewalls and other security measures, the VCL Data

Diode is used to enforce hardware-based data flow

restrictions. This makes the network more robust and

protected against software vulnerabilities and cyber

threats.

4. Applications - The VCL Data Diodes may be used to

protect:

• Industrial Control Systems (ICS): Used to protect

control systems in power plants, water treatment

facilities, and other critical infrastructure.

• To store and protect sensitiveMilitary and Defense:

military records and data.

• Used to securely store bankingFinancial Services:

data, details of financial transactions and financial

records.

• To ensure secure storage of patient dataHealth Care:

and medical records.

5. The VCL Data Diodes are designed toPerformance:

handle high data throughput and can support various

types of data, including video, audio, and large files. They

are typically optimized for low latency and high

reliability.

Ensuring One-Way Data Flow with a VCL Data Diode

• The VCL Data Diode ensures one-way data flow between

the NETWORK (ORANGE) ELEMENT and SECURE

(GREEN) ELEMENT using protocols that support one-way

(unidirectional) traffic.

• Hardware-based protocol break with non-routable

connection

Proxy Server:

• Separate hardware for Proxy Server supporting TCP/IP,

UDP, SFTP, SMTP, MQTT, and Syslog protocols.

• Real-time data transfer monitoring

• 10-day audit and event log storage

• Hardware-enforced one-way data transfer with

integrated software tools

• Selective enabling/disabling of device services,

functionalities, and IP/MAC address configuration.

• NTP time synchronization support

• Centralized remote management (Web GUI & CLI)

Common Use Cases:

Critical infrastructure operators, industrial companies,

military commands, intelligence organizations, and even

commercial companies such as financial institutions use

data diodes to provide reliable, hardware-enforced security

for their systems and networks.

1. Supervisory Control andProtecting SCADA Systems:

Data Acquisition (SCADA) systems used in industrial

settings can be secured with data diodes to prevent

unauthorized access and cyber-attacks.

2. The VCL Data Diode can beSecuring Classified Networks:

used can be used by the military and other government

agencies to ensure that classified information cannot be

accessed or leaked through network connections.

3. TheEnsuring Data Integrity in Financial Transactions:

VCL Data Diode can be used by banks and financial

institutions to securely store customer account data and

transaction records and ensure the integrity of financial

records.

4. Data diodes are commonlyPower Generation Facilities:

used in power generation facilities to protect turbines

and other critical power generating infrastructure

equipment.
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Technical Specifications

Network Side (ORANGE) Element.

M 1 10/inimum Number of x 100/1000BaseT

Network ide Interfaces ElectricalS

Link between the Network 1 x 10BaseFX / 100BaseFX /

Side (ORANGE) Unit and the (Transmit only1000Base-X

Secure option)Side (GREEN) Unit SFP Based Optical port

Secure Side (GREEN) Element.

M 1 10/inimum Number of x 100/1000BaseT

Secure ide Interfaces ElectricalS

L / /ink between the Network 1 x 10BaseFX 100BaseFX

Side (ORANGE) Unit and the (Receive Only1000Base-X

Secure option)Side (GREEN) Unit SFP Based Optical port

MTBF:

MTBF in Years 11.41

MTBF in Hours 100,000

Environmental (Equipment):

O -5 5perational C to + 5C (Typical: +25C)

C 1old start 0C

S 25 70torage - C to + C

Humidity 95% non-condensing

Mechanical Specifications:

� H x W x D : 44 mm x x 300480 mm mm

� 1U High, 19”, 21”, 23” Rack mounting options

� IP Rating : Ip20

Power Supply:

� D / 220V ACual Redundant 1+1 48V DC

� Operating range ± 25%

� Reverse Polarity Protection

Power Consumption:

� < 80W at ambient (steady state 24°C)

CE Compliance:

� Low Voltage Directive 2014/35/EU

� Electromagnetic Compatibility 2014/30/EU

Electromagnetic Standards Compliance:

� EN 50081-2 EN 50082-2,

� IEC 61000-6-2 (Immunity)

� IEC 61000-6-4 (Emission)

� Complies to IEEE and IEC standards

EMI, EMC, Surge Withstand and other Compliances:

EN 50081-2 EN 50082-2 IEC 60068-2-29

IEC 61000-4-6 IEC 60068-2-2 IEC 60068-2-78

(Conducted Immunity)

IEC 60068-2-1 IEC 60068-2-14 IEC 60870-2-1

C 3 3ISPR 2 / EN550 2 Class A

(Conducted Emission and Radiated Emission)

IS 9000 (Part II Sec. 1-4, Part III Sec. 1-5, Part IV, Part 14

Sec. 1-3)

IEC 61000-4-5 IEC 61000-4-2 IEC 61000-4-8

IEC 61000-4-3 (Radiated Immunity) IEC 61000-4-4

Ordering Information

Part No. Description

VCL-2726-Network VCL-2726, Data Diode - Network

- 1 x Network Side - Orange Element

- 2 x 90~240V AC, 50/60 Hz,

Power Supply Inputs

VCL-2726-Secure VCL-2726, Data Diode - Secure

- 1 x Secure Side - Green Element

- 2 x 90~240V AC, 50/60 Hz,

Power Supply Inputs

VCL-PRXY-N VCL-PROXY Server - Network

- 1 x Network Side - Orange Element

- 2 x 90~240V AC, 50/60 Hz,

Power Supply Inputs

VCL-PRXY-S VCL-PROXY Server - Secure

- 1 x Secure Side - Green Element

- 2 x 90~240V AC, 50/60 Hz,

Power Supply Inputs

VCL-HRNS Fiber cables

- Optical patch cords 03 mts

Ikit Installation kit: Contains Power Cables,

Earth cable, Mounting Hardware
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